SEMPR = IP Address 10.1.1.9

CAIO  = IP Address 172.16.8.45
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- - - - - - - - - - - - - - - - Frame 1 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

M    1            0009B754B980    0007502AD8A0     DLC Ethertype=0800, size=74 bytes

                                                   IP  D=[10.1.1.9] S=[172.16.8.45] LEN=40 ID=34518

                                                   TCP D=1414 S=2776 SYN SEQ=2379932533 LEN=0 WIN=32768

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 1 arrived at  20:35:39.4776; frame size is 74 (004A hex) bytes.

DLC:  Destination = Station 0009B754B980

DLC:  Source      = Station 0007502AD8A0

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 60 bytes

IP:   Identification  = 34518

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 60 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = 3F3D (correct)

IP:   Source address      = [172.16.8.45]

IP:   Destination address = [10.1.1.9]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 2776

TCP:  Destination port        = 1414

TCP:  Initial sequence number = 2379932533

TCP:  Data offset             = 40 bytes

TCP:  Flags                   = 02

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...0 .... = (No acknowledgment)

TCP:                .... 0... = (No push)

TCP:                .... .0.. = (No reset)

TCP:                .... ..1. = SYN

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32768
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TCP:  Checksum                = 4F96 (correct)

TCP:  

TCP:  Options follow

TCP:  Maximum segment size    = 536

TCP:  No-op

TCP:  Window scale option     = 3

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1590027757

TCP:    Timestamp echo reply  = 0 (should be zero)

TCP:  

- - - - - - - - - - - - - - - - Frame 2 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

     2    0.0022  0007502AD8A0    0009B754B980     DLC Ethertype=0800, size=74 bytes

                                                   IP  D=[172.16.8.45] S=[10.1.1.9] LEN=40 ID=61223

                                                   TCP D=2776 S=1414 SYN ACK=2379932534 SEQ=2855675248 LEN=0 WIN=32768

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 2 arrived at  20:35:39.4799; frame size is 74 (004A hex) bytes.

DLC:  Destination = Station 0007502AD8A0

DLC:  Source      = Station 0009B754B980

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 60 bytes

IP:   Identification  = 61223

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 63 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = D3EB (correct)

IP:   Source address      = [10.1.1.9]

IP:   Destination address = [172.16.8.45]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  
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TCP:  Source port             = 1414

TCP:  Destination port        = 2776

TCP:  Initial sequence number = 2855675248

TCP:  Acknowledgment number   = 2379932534

TCP:  Data offset             = 40 bytes

TCP:  Flags                   = 12

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 0... = (No push)

TCP:                .... .0.. = (No reset)

TCP:                .... ..1. = SYN

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32768

TCP:  Checksum                = 5633 (correct)

TCP:  

TCP:  Options follow

TCP:  Maximum segment size    = 536

TCP:  No-op

TCP:  Window scale option     = 0

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1586416415

TCP:    Timestamp echo reply  = 1590027757

TCP:  

- - - - - - - - - - - - - - - - Frame 3 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

     3    0.0067  0009B754B980    0007502AD8A0     DLC Ethertype=0800, size=66 bytes

                                                   IP  D=[10.1.1.9] S=[172.16.8.45] LEN=32 ID=34560

                                                   TCP D=1414 S=2776     ACK=2855675249 WIN=32768

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 3 arrived at  20:35:39.4866; frame size is 66 (0042 hex) bytes.

DLC:  Destination = Station 0009B754B980

DLC:  Source      = Station 0007502AD8A0

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 52 bytes

IP:   Identification  = 34560
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IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 60 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = 3F1B (correct)

IP:   Source address      = [172.16.8.45]

IP:   Destination address = [10.1.1.9]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 2776

TCP:  Destination port        = 1414

TCP:  Sequence number         = 2379932534

TCP:  Acknowledgment number   = 2855675249

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 10

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 0... = (No push)

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32768

TCP:  Checksum                = 7E50 (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1590027768

TCP:    Timestamp echo reply  = 1586416415

TCP:  

- - - - - - - - - - - - - - - - Frame 4 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

     4    0.0008  0009B754B980    0007502AD8A0     DLC Ethertype=0800, size=198 bytes

                                                   IP  D=[10.1.1.9] S=[172.16.8.45] LEN=164 ID=34561

                                                   TCP D=1414 S=2776     ACK=2855675249 SEQ=2379932534 LEN=132 WIN=32768

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 4 arrived at  20:35:39.4874; frame size is 198 (00C6 hex) bytes.

DLC:  Destination = Station 0009B754B980

DLC:  Source      = Station 0007502AD8A0

DLC:  Ethertype  = 0800 (IP)

DLC:  
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IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 184 bytes

IP:   Identification  = 34561

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 60 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = 3E96 (correct)

IP:   Source address      = [172.16.8.45]

IP:   Destination address = [10.1.1.9]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 2776

TCP:  Destination port        = 1414

TCP:  Sequence number         = 2379932534

TCP:  Acknowledgment number   = 2855675249

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 18

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32768

TCP:  Checksum                = 0845 (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1590027768

TCP:    Timestamp echo reply  = 1586416415

TCP:  [132 byte(s) of data]

TCP:  

- - - - - - - - - - - - - - - - Frame 5 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary
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     5    0.0131  0007502AD8A0    0009B754B980     DLC Ethertype=0800, size=198 bytes

                                                   IP  D=[172.16.8.45] S=[10.1.1.9] LEN=164 ID=61224

                                                   TCP D=2776 S=1414     ACK=2379932666 SEQ=2855675249 LEN=132 WIN=32636

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 5 arrived at  20:35:39.5005; frame size is 198 (00C6 hex) bytes.

DLC:  Destination = Station 0007502AD8A0

DLC:  Source      = Station 0009B754B980

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 184 bytes

IP:   Identification  = 61224

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 63 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = D36E (correct)

IP:   Source address      = [10.1.1.9]

IP:   Destination address = [172.16.8.45]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 1414

TCP:  Destination port        = 2776

TCP:  Sequence number         = 2855675249

TCP:  Acknowledgment number   = 2379932666

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 18

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32636

TCP:  Checksum                = 33BB (correct)

TCP:  

TCP:  Options follow

TCP:  No-op
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TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1586416425

TCP:    Timestamp echo reply  = 1590027768

TCP:  [132 byte(s) of data]

TCP:  

- - - - - - - - - - - - - - - - Frame 6 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

     6    0.0080  0009B754B980    0007502AD8A0     DLC Ethertype=0800, size=110 bytes

                                                   IP  D=[10.1.1.9] S=[172.16.8.45] LEN=76 ID=34568

                                                   TCP D=1414 S=2776     ACK=2855675381 SEQ=2379932666 LEN=44 WIN=32768

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 6 arrived at  20:35:39.5085; frame size is 110 (006E hex) bytes.

DLC:  Destination = Station 0009B754B980

DLC:  Source      = Station 0007502AD8A0

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 96 bytes

IP:   Identification  = 34568

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 60 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = 3EE7 (correct)

IP:   Source address      = [172.16.8.45]

IP:   Destination address = [10.1.1.9]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 2776

TCP:  Destination port        = 1414

TCP:  Sequence number         = 2379932666

TCP:  Acknowledgment number   = 2855675381

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 18

Sniffer Network Analyzer data from 4-Jan-80 at 20:29:32, file C:\ENCAP\CAIO-SEMPR.ENC, Page 8

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32768

TCP:  Checksum                = B6FD (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1590027788

TCP:    Timestamp echo reply  = 1586416425

TCP:  [44 byte(s) of data]

TCP:  

- - - - - - - - - - - - - - - - Frame 7 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

     7    0.0112  0007502AD8A0    0009B754B980     DLC Ethertype=0800, size=94 bytes

                                                   IP  D=[172.16.8.45] S=[10.1.1.9] LEN=60 ID=61225

                                                   TCP D=2776 S=1414     ACK=2379932710 SEQ=2855675381 LEN=28 WIN=32724

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 7 arrived at  20:35:39.5197; frame size is 94 (005E hex) bytes.

DLC:  Destination = Station 0007502AD8A0

DLC:  Source      = Station 0009B754B980

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 80 bytes

IP:   Identification  = 61225

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 63 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = D3D5 (correct)

IP:   Source address      = [10.1.1.9]
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IP:   Destination address = [172.16.8.45]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 1414

TCP:  Destination port        = 2776

TCP:  Sequence number         = 2855675381

TCP:  Acknowledgment number   = 2379932710

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 18

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32724

TCP:  Checksum                = C624 (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1586416445

TCP:    Timestamp echo reply  = 1590027788

TCP:  [28 byte(s) of data]

TCP:  

- - - - - - - - - - - - - - - - Frame 8 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

     8    0.0129  0009B754B980    0007502AD8A0     DLC Ethertype=0800, size=562 bytes

                                                   IP  D=[10.1.1.9] S=[172.16.8.45] LEN=528 ID=34586

                                                   TCP D=1414 S=2776     ACK=2855675409 SEQ=2379932710 LEN=496 WIN=32768

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 8 arrived at  20:35:39.5326; frame size is 562 (0232 hex) bytes.

DLC:  Destination = Station 0009B754B980

DLC:  Source      = Station 0007502AD8A0

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput
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IP:         .... .0.. = normal reliability

IP:   Total length    = 548 bytes

IP:   Identification  = 34586

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 60 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = 3D11 (correct)

IP:   Source address      = [172.16.8.45]

IP:   Destination address = [10.1.1.9]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 2776

TCP:  Destination port        = 1414

TCP:  Sequence number         = 2379932710

TCP:  Acknowledgment number   = 2855675409

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 18

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32768

TCP:  Checksum                = C2C9 (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1590027806

TCP:    Timestamp echo reply  = 1586416445

TCP:  [496 byte(s) of data]

TCP:  

- - - - - - - - - - - - - - - - Frame 9 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

     9    0.0022  0009B754B980    0007502AD8A0     DLC Ethertype=0800, size=562 bytes

                                                   IP  D=[10.1.1.9] S=[172.16.8.45] LEN=528 ID=34587

                                                   TCP D=1414 S=2776     ACK=2855675409 SEQ=2379933206 LEN=496 WIN=32768

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 9 arrived at  20:35:39.5348; frame size is 562 (0232 hex) bytes.
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DLC:  Destination = Station 0009B754B980

DLC:  Source      = Station 0007502AD8A0

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 548 bytes

IP:   Identification  = 34587

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 60 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = 3D10 (correct)

IP:   Source address      = [172.16.8.45]

IP:   Destination address = [10.1.1.9]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 2776

TCP:  Destination port        = 1414

TCP:  Sequence number         = 2379933206

TCP:  Acknowledgment number   = 2855675409

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 18

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32768

TCP:  Checksum                = C6DF (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1590027810

TCP:    Timestamp echo reply  = 1586416445

TCP:  [496 byte(s) of data]

TCP:  

- - - - - - - - - - - - - - - - Frame 10 - - - - - - - - - - - - - - - - -
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SUMMARY  Delta T     Destination   Source        Summary

    10    0.0022  0009B754B980    0007502AD8A0     DLC Ethertype=0800, size=562 bytes

                                                   IP  D=[10.1.1.9] S=[172.16.8.45] LEN=528 ID=34588

                                                   TCP D=1414 S=2776     ACK=2855675409 SEQ=2379933702 LEN=496 WIN=32768

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 10 arrived at  20:35:39.5369; frame size is 562 (0232 hex) bytes.

DLC:  Destination = Station 0009B754B980

DLC:  Source      = Station 0007502AD8A0

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 548 bytes

IP:   Identification  = 34588

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 60 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = 3D0F (correct)

IP:   Source address      = [172.16.8.45]

IP:   Destination address = [10.1.1.9]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 2776

TCP:  Destination port        = 1414

TCP:  Sequence number         = 2379933702

TCP:  Acknowledgment number   = 2855675409

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 18

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32768

TCP:  Checksum                = 5B49 (correct)

TCP:  

TCP:  Options follow

Sniffer Network Analyzer data from 4-Jan-80 at 20:29:32, file C:\ENCAP\CAIO-SEMPR.ENC, Page 13

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1590027811

TCP:    Timestamp echo reply  = 1586416445

TCP:  [496 byte(s) of data]

TCP:  

- - - - - - - - - - - - - - - - Frame 11 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

    11    0.0004  0007502AD8A0    0009B754B980     DLC Ethertype=0800, size=66 bytes

                                                   IP  D=[172.16.8.45] S=[10.1.1.9] LEN=32 ID=61226

                                                   TCP D=2776 S=1414     ACK=2379933702 WIN=32272

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 11 arrived at  20:35:39.5374; frame size is 66 (0042 hex) bytes.

DLC:  Destination = Station 0007502AD8A0

DLC:  Source      = Station 0009B754B980

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 52 bytes

IP:   Identification  = 61226

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 63 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = D3F0 (correct)

IP:   Source address      = [10.1.1.9]

IP:   Destination address = [172.16.8.45]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 1414

TCP:  Destination port        = 2776

TCP:  Sequence number         = 2855675409

TCP:  Acknowledgment number   = 2379933702

TCP:  Data offset             = 32 bytes
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TCP:  Flags                   = 18

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32272

TCP:  Checksum                = 7AAA (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1586416471

TCP:    Timestamp echo reply  = 1590027806

TCP:  

- - - - - - - - - - - - - - - - Frame 12 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

    12    0.0001  0009B754B980    0007502AD8A0     DLC Ethertype=0800, size=94 bytes

                                                   IP  D=[10.1.1.9] S=[172.16.8.45] LEN=60 ID=34604

                                                   TCP D=1414 S=2776     ACK=2855675409 SEQ=2379934198 LEN=28 WIN=32768

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 12 arrived at  20:35:39.5374; frame size is 94 (005E hex) bytes.

DLC:  Destination = Station 0009B754B980

DLC:  Source      = Station 0007502AD8A0

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 80 bytes

IP:   Identification  = 34604

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 60 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = 3ED3 (correct)

IP:   Source address      = [172.16.8.45]
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IP:   Destination address = [10.1.1.9]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 2776

TCP:  Destination port        = 1414

TCP:  Sequence number         = 2379934198

TCP:  Acknowledgment number   = 2855675409

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 18

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32768

TCP:  Checksum                = AA8E (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1590027811

TCP:    Timestamp echo reply  = 1586416445

TCP:  [28 byte(s) of data]

TCP:  

- - - - - - - - - - - - - - - - Frame 13 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

    13    0.0016  0007502AD8A0    0009B754B980     DLC Ethertype=0800, size=66 bytes

                                                   IP  D=[172.16.8.45] S=[10.1.1.9] LEN=32 ID=61227

                                                   TCP D=2776 S=1414     ACK=2379934226 WIN=32244

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 13 arrived at  20:35:39.5390; frame size is 66 (0042 hex) bytes.

DLC:  Destination = Station 0007502AD8A0

DLC:  Source      = Station 0009B754B980

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput
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IP:         .... .0.. = normal reliability

IP:   Total length    = 52 bytes

IP:   Identification  = 61227

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 63 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = D3EF (correct)

IP:   Source address      = [10.1.1.9]

IP:   Destination address = [172.16.8.45]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 1414

TCP:  Destination port        = 2776

TCP:  Sequence number         = 2855675409

TCP:  Acknowledgment number   = 2379934226

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 18

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32244

TCP:  Checksum                = 78B3 (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1586416473

TCP:    Timestamp echo reply  = 1590027811

TCP:  

- - - - - - - - - - - - - - - - Frame 14 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

    14    0.0008  0007502AD8A0    0009B754B980     DLC Ethertype=0800, size=106 bytes

                                                   IP  D=[172.16.8.45] S=[10.1.1.9] LEN=72 ID=61228

                                                   TCP D=2776 S=1414     ACK=2379934226 SEQ=2855675409 LEN=40 WIN=32244

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 14 arrived at  20:35:39.5398; frame size is 106 (006A hex) bytes.

DLC:  Destination = Station 0007502AD8A0
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DLC:  Source      = Station 0009B754B980

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 92 bytes

IP:   Identification  = 61228

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 63 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = D3C6 (correct)

IP:   Source address      = [10.1.1.9]

IP:   Destination address = [172.16.8.45]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 1414

TCP:  Destination port        = 2776

TCP:  Sequence number         = 2855675409

TCP:  Acknowledgment number   = 2379934226

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 18

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32244

TCP:  Checksum                = BDA0 (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1586416473

TCP:    Timestamp echo reply  = 1590027811

TCP:  [40 byte(s) of data]

TCP:  

- - - - - - - - - - - - - - - - Frame 15 - - - - - - - - - - - - - - - - -
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SUMMARY  Delta T     Destination   Source        Summary

    15    0.0128  0009B754B980    0007502AD8A0     DLC Ethertype=0800, size=94 bytes

                                                   IP  D=[10.1.1.9] S=[172.16.8.45] LEN=60 ID=34630

                                                   TCP D=1414 S=2776     ACK=2855675449 SEQ=2379934226 LEN=28 WIN=32768

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 15 arrived at  20:35:39.5526; frame size is 94 (005E hex) bytes.

DLC:  Destination = Station 0009B754B980

DLC:  Source      = Station 0007502AD8A0

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 80 bytes

IP:   Identification  = 34630

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 60 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = 3EB9 (correct)

IP:   Source address      = [172.16.8.45]

IP:   Destination address = [10.1.1.9]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 2776

TCP:  Destination port        = 1414

TCP:  Sequence number         = 2379934226

TCP:  Acknowledgment number   = 2855675449

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 18

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32768

TCP:  Checksum                = B787 (correct)

TCP:  

TCP:  Options follow
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TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1590027825

TCP:    Timestamp echo reply  = 1586416473

TCP:  [28 byte(s) of data]

TCP:  

- - - - - - - - - - - - - - - - Frame 16 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

    16    0.0013  0009B754B980    0007502AD8A0     DLC Ethertype=0800, size=66 bytes

                                                   IP  D=[10.1.1.9] S=[172.16.8.45] LEN=32 ID=34631

                                                   TCP D=1414 S=2776 FIN ACK=2855675449 SEQ=2379934254 LEN=0 WIN=32768

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 16 arrived at  20:35:39.5539; frame size is 66 (0042 hex) bytes.

DLC:  Destination = Station 0009B754B980

DLC:  Source      = Station 0007502AD8A0

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 52 bytes

IP:   Identification  = 34631

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 60 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = 3ED4 (correct)

IP:   Source address      = [172.16.8.45]

IP:   Destination address = [10.1.1.9]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 2776

TCP:  Destination port        = 1414

TCP:  Sequence number         = 2379934254

TCP:  Acknowledgment number   = 2855675449

TCP:  Data offset             = 32 bytes
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TCP:  Flags                   = 19

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...1 = FIN

TCP:  Window                  = 32768

TCP:  Checksum                = 764D (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1590027832

TCP:    Timestamp echo reply  = 1586416473

TCP:  

- - - - - - - - - - - - - - - - Frame 17 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

    17    0.0020  0007502AD8A0    0009B754B980     DLC Ethertype=0800, size=66 bytes

                                                   IP  D=[172.16.8.45] S=[10.1.1.9] LEN=32 ID=61229

                                                   TCP D=2776 S=1414     ACK=2379934255 WIN=32740

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 17 arrived at  20:35:39.5559; frame size is 66 (0042 hex) bytes.

DLC:  Destination = Station 0007502AD8A0

DLC:  Source      = Station 0009B754B980

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 52 bytes

IP:   Identification  = 61229

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 63 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = D3ED (correct)

IP:   Source address      = [10.1.1.9]
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IP:   Destination address = [172.16.8.45]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 1414

TCP:  Destination port        = 2776

TCP:  Sequence number         = 2855675449

TCP:  Acknowledgment number   = 2379934255

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 18

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32740

TCP:  Checksum                = 7660 (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1586416489

TCP:    Timestamp echo reply  = 1590027825

TCP:  

- - - - - - - - - - - - - - - - Frame 18 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

    18    0.0018  0007502AD8A0    0009B754B980     DLC Ethertype=0800, size=66 bytes

                                                   IP  D=[172.16.8.45] S=[10.1.1.9] LEN=32 ID=61230

                                                   TCP D=2776 S=1414 FIN ACK=2379934255 SEQ=2855675449 LEN=0 WIN=32740

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 18 arrived at  20:35:39.5576; frame size is 66 (0042 hex) bytes.

DLC:  Destination = Station 0007502AD8A0

DLC:  Source      = Station 0009B754B980

DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability
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IP:   Total length    = 52 bytes

IP:   Identification  = 61230

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 63 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = D3EC (correct)

IP:   Source address      = [10.1.1.9]

IP:   Destination address = [172.16.8.45]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 1414

TCP:  Destination port        = 2776

TCP:  Sequence number         = 2855675449

TCP:  Acknowledgment number   = 2379934255

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 19

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...1 = FIN

TCP:  Window                  = 32740

TCP:  Checksum                = 765F (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1586416489

TCP:    Timestamp echo reply  = 1590027825

TCP:  

- - - - - - - - - - - - - - - - Frame 19 - - - - - - - - - - - - - - - - -

SUMMARY  Delta T     Destination   Source        Summary

    19    0.0067  0009B754B980    0007502AD8A0     DLC Ethertype=0800, size=66 bytes

                                                   IP  D=[10.1.1.9] S=[172.16.8.45] LEN=32 ID=34677

                                                   TCP D=1414 S=2776     ACK=2855675450 WIN=32768

DLC:  ----- DLC Header -----

DLC:  

DLC:  Frame 19 arrived at  20:35:39.5643; frame size is 66 (0042 hex) bytes.

DLC:  Destination = Station 0009B754B980

DLC:  Source      = Station 0007502AD8A0
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DLC:  Ethertype  = 0800 (IP)

DLC:  

IP:   ----- IP Header -----

IP:   

IP:   Version = 4, header length = 20 bytes

IP:   Type of service = 00

IP:         000. .... = routine

IP:         ...0 .... = normal delay

IP:         .... 0... = normal throughput

IP:         .... .0.. = normal reliability

IP:   Total length    = 52 bytes

IP:   Identification  = 34677

IP:   Flags           = 0X

IP:         .0.. .... = may fragment

IP:         ..0. .... = last fragment

IP:   Fragment offset = 0 bytes

IP:   Time to live    = 60 seconds/hops

IP:   Protocol        = 6 (TCP)

IP:   Header checksum = 3EA6 (correct)

IP:   Source address      = [172.16.8.45]

IP:   Destination address = [10.1.1.9]

IP:   No options

IP:   

TCP:  ----- TCP header -----

TCP:  

TCP:  Source port             = 2776

TCP:  Destination port        = 1414

TCP:  Sequence number         = 2379934255

TCP:  Acknowledgment number   = 2855675450

TCP:  Data offset             = 32 bytes

TCP:  Flags                   = 18

TCP:                ..0. .... = (No urgent pointer)

TCP:                ...1 .... = Acknowledgment

TCP:                .... 1... = Push

TCP:                .... .0.. = (No reset)

TCP:                .... ..0. = (No SYN)

TCP:                .... ...0 = (No FIN)

TCP:  Window                  = 32768

TCP:  Checksum                = 7630 (correct)

TCP:  

TCP:  Options follow

TCP:  No-op

TCP:  No-op

TCP:  Timestamp Option:

TCP:    Timestamp value       = 1590027844

TCP:    Timestamp echo reply  = 1586416489

TCP:  
